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Crystek Corporation reserves the right to make changes to its 

products and/or information contained herein without notice. 

No liability is assumed as a result of its use or application.

Temperature Range: -40°C to +85°C
Rated Power: 2 Watts Max
Frequency Range: DC to 1 GHz
VSWR: 1:1.3 Max
Impedance: 50 Ohms
Attenuation Tolerance: ±0.3 dB

The Attenuator offers end users a rugged BNC attenuator housing for easy connection.  
The CATTEN-09R0-BNC provides 2 Watts of power dissipation.  Tolerance matching 
is used to provide superior temperature tracking to individual components.  Attenuator 
frequency range is from DC to 1 GHz.



CRYSTEK
M I C R O W A V E
A Division of Crystek Corporation

Page 2 of 2

Product Control:

Crystek Part Number:

Revision Level:

CATTEN-09R0-BNC

E

Release Date:

Responsible:

25-Jun-2026

K. Piotrowicz

CRYSTEK
CORPORATION www.crystek.com

Phone: 239-561-3311 • 800-237-3061
16850 Oriole Road • Fort Myers, Florida 33912

CATTEN-09R0-BNC
9dB Attenuator
BNC 50 Ohm
DC to 1 GHz

2.590
(65.79)

1.480
(37.59)

0.550
(13.97)

BNC
Male

BNC
Female

Part Number
Attenuation

(dB)
Max Power

(Watts)

CATTEN-01R0-BNC
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