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FRONT BACK SIDE

1.250
(31.75)

0.590
(14.99)

0.250
(6.35)

Out

5.5 – 15V
Vcc

N/C

0.625
(15.88)

0.625
(15.88)

0.625
(15.88)

1.250
(31.75)

CRYSTEK
CORPORATION

CRBSVC-01
100 MHz

SMA
×3

Ø 0.118     Thru 2x
(3.00)

1.000
(25.40)

1.000
(25.40)

Ø 0.118     Thru 2×
(3.00)

Crystek Corporation reserves the right to make changes to its 

products and/or information contained herein without notice. 

No liability is assumed as a result of its use or application.

Proper ESD precautions should be taken to avoid performance degradation or loss of functionality.

Unless otherwise specified, Dimensions are in: 
IN 

(mm) 

100.000 MHz
-40°C to 85°C
+5.5 V to +15 V
30 mA Max
CMOS
45/55% Max @ 50%Vdd
3nsec Max @ 20% to 80% Vdd
“0” = 10% Vdd Max
“1” = 90% Vdd Min
15pF
±24mA Max

>10kHz @ -3dB
51 kΩ
1.65V ±1.65V
+25ppm/V Typical
±20ppm APR Min

(Inclusive of frequency stability, calibration, and aging.)
±10% Max
0.13psec Typical @100MHz
-165dBc/Hz Typical, -160dBc/Hz Max
None
<3ppm 1st year, <1ppm every year thereafter

Frequency:
Temperature Range:
Input Voltage:
Input Current:
Output: 

Symmetry: 
Rise/Fall Time:
Logic: 

Load: 
Output Current:

Input:
Modulation Bandwidth:
Input Impedance:
Control Voltage:
Tuning Sensitivity:

Frequency Pulling:

Linearity:
Phase Jitter (12kHz~80MHz):
Phase Noise Floor:
Sub-harmonics: 
Aging:

Typical Phase Noise:
1kHz
10kHz
100kHz
1MHz

-135 dBc/Hz
-155 dBc/Hz
-164 dBc/Hz
-165 dBc/Hz


