k A DIVISION OF CRYSTEK CORPORATION CRBVSSBE_1235_1355
PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 1235 MHz
Upper Frequency: 1355 MHz
Tuning Voltage: 0.5 4.5 VDC
Supply Voltage: 4.75 5.0 5.25 VDC
Output Power: +3.0 +5.0 +7.0 dBm
Supply Current: 25 35 mA
Harmonic Suppression (2™ Harmonic) -15 -10 dBc
Pushing: 0.5 1.0 MHz/V
Pulling, all Phases: 1.0 2.0 MHz pk-pk
Tuning Sensitivity: 50 MHz/V
Phase Noise @ 10kHz offset: -106 -104 dBc/Hz
Phase Noise @ 100kHz offset: -128 -126 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 22 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C
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& Proper ESD precautions should be taken to avoid performance degradation or loss of functionality.
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Phase Noise (1 Hz BW, Typical)

4 Agilent E5S052A Signal Source Analyzer
CWCOSSBE-1235-1355
PPhase Noise 10.00dBS Ref -20.00dBc/Hz

CRYSTEK CORPORATION

Carrier 1,302873435 GH2 50637 dBm

20.00 T: 1 KHz 27612747 dBc/hz
e 2: 10 kHz | -105.7734 dBc/Hz
30.00 3: 100 Kz -129,4970 dec/Hz

- 4: 1 MHz | -143.5979 dec/Mz
-40.00 =51 10 MHz =162,2705 dBc/Hz

-50,00

£0.00
P

70.00 MADE IN THE USA

Phase MNoise Start 1 kHz Stop 10 MHz EETTH

Tuning Curve (Typical)
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PFreq S0.00MHzf Ref 1,300GHz

15506 7 500 mv  1/178944 GHz
2: 2.5V 1.303104 GHz
3: 4.5V 1.41888 GHz
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